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MAKERS OF QUALTY CABLES




	
Associated Cables Private Limited.

Ajanta House, 2nd floor, 8/35, Marol Co-operative Industrial Estate Ltd;

Off M.V.Road, Andheri (East), Mumbai 400 059. India.
Tel: +91 22  4056 34 00  |  Fax: +91 22 4056 34 19  |  E-mail: info@aclcables.com 




INFORMATION FOR DESIGNING SPECIAL CABLES TO SUIT SPECIFIC APPLICATIONS
	COMPANY NAME
	

	ADDRESS
	

	CONTACT NO.
	


	THERMOCOUPLE CONDUCTORS

	
	
	ANSI
	BS
	DIN
	ISI

	Nickel-chromium/nickel aluminium
	KK
	
	
	
	

	Iron/copper nickel alloy (tungsten) (tungsten 26% Rhenium)
	WX
	
	
	
	

	Copper/copper nickel alloy (compensating for nics/ni)
	VX
	
	
	
	

	Iron/copper nickel alloy
	JX
	
	
	
	

	Copper/copper nickel alloy
	TX
	
	
	
	

	Copper/copper-nickel (compensating for platinum-rhoduim/platinium)
	RX
SX
	
	
	
	

	Nickel chromium/copper nickel alloy
	EX
	
	
	
	

	Nickel chromium/silicon
	NX
	
	
	
	

	Copper/copper alloy
(Platinum 30% Rhodium)
(Platinum 6% Rhodium)
	BX
	
	
	
	


CONDUCTOR MATERIAL:
 FORMCHECKBOX 
   Bare copper
 FORMCHECKBOX 
   Tinned copper
 FORMCHECKBOX 
   Silvered copper
 FORMCHECKBOX 
   Nickel plated copper
 FORMCHECKBOX 
   Aluminium
 FORMCHECKBOX 
   Steel/copper
 FORMCHECKBOX 
   Bronze
(Right click the check box >> select properties and set the default value to checked, to select the conductor material)
CONDUCTOR SIZE:      

 FORMTEXT 
     mm2/     

 FORMTEXT 
     AWG/     

 FORMTEXT 
     SWG
CONDUCTOR CONSTRUCTION:  FORMCHECKBOX 
 solid

 FORMCHECKBOX 
  7 wires;
 FORMCHECKBOX 
  flexible (multi wires)
INSULATION:  FORMCHECKBOX 
  PVC 850C
 FORMCHECKBOX 
  PVC 1050C

 FORMCHECKBOX 
  PE

 FORMCHECKBOX 
  elastomeric/cellulor polyethylene/Teflon
CORE IDENTIFICATION:  FORMCHECKBOX 
  coloured
 FORMCHECKBOX 
  numbered
 FORMCHECKBOX 
  strips

LAY LENGTH:      

 FORMTEXT 
     mm or      

 FORMTEXT 
     times per meter
INDIVIDUAL SCREENING:
 FORMCHECKBOX 
  yes

 FORMCHECKBOX 
  no

 FORMCHECKBOX 
  single/pairs/triples/quads

CABLING:

 FORMCHECKBOX 
  in layers

 FORMCHECKBOX 
  in bundles

COMMUNIATION PAIR:
 FORMCHECKBOX 
  yes

 FORMCHECKBOX 
  no

OVERALL SCREENING:
 FORMCHECKBOX 
  yes

 FORMCHECKBOX 
  no

 FORMCHECKBOX 
  aluminium – bonded polyester tape+drain wire







 FORMCHECKBOX 
  longitudinally applied PE-coated aluminium tape







 FORMCHECKBOX 
  bare copper wire braid








 FORMCHECKBOX 
  tinned copper wire braid








 FORMCHECKBOX 
  bare copper tapes

LEAD SHEATH:

 FORMCHECKBOX 
  yes

 FORMCHECKBOX 
   no

GALVANIZED ARMOUR:
 FORMCHECKBOX 
  yes

 FORMCHECKBOX 
  no

 FORMCHECKBOX 
  single wire armour








 FORMCHECKBOX 
  single wire armour with holding helix








 FORMCHECKBOX 
  flat steel wires








 FORMCHECKBOX 
  2 layers of overlapping steel tapes








 FORMCHECKBOX 
  round steel wire braid







 FORMCHECKBOX 
  square inter lock armour

OUTER SHEATH MATERIAL:      

 FORMTEXT 
     

 FORMTEXT 
     COLOR     

 FORMTEXT 
     
MAXIMUM OVERALL DIAMETER OF CABLE:       

 FORMTEXT 
     mm
INSTALLATION:
 FORMCHECKBOX 
  direct burial

 FORMCHECKBOX 
  outdoor
 FORMCHECKBOX 
  indoor
 FORMCHECKBOX 
  in conduits


 FORMCHECKBOX 
  on racks

 FORMCHECKBOX 
  under water



 FORMCHECKBOX 
  self-supporting (horizontal) = width of span      

 FORMTEXT 
     

 FORMTEXT 
     meter


 FORMCHECKBOX 
  self-supporting (vertical) = drop length      

 FORMTEXT 
     

 FORMTEXT 
     meter



 FORMCHECKBOX 
  tensile stress…=…      

 FORMTEXT 
     

 FORMTEXT 
        FORMCHECKBOX 
 kp    FORMCHECKBOX 
 kN
TEMPERATURES: from      

 FORMTEXT 
      to      

 FORMTEXT 
      0C temperature during installation



 from      

 FORMTEXT 
      to      

 FORMTEXT 
      0C temperature during installation

ENVIRONMENTAL CONDITIONS:
  FORMCHECKBOX 
  acids
 FORMCHECKBOX 
  alkalies

 FORMCHECKBOX 
  aromatics

  FORMCHECKBOX 
  oils

 FORMCHECKBOX 
  tensile stress
 FORMCHECKBOX 
  others:      

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     
HAZARDOUS AREA CLASSIFICATION:      

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     
APPLICATION: Single type
 FORMCHECKBOX 
  DC low level < 100 mv
 FORMCHECKBOX 
  DC medium level mv-5 v

 FORMCHECKBOX 
  DC high level 75 v



 FORMCHECKBOX 
  AC low level < 100 mv
 FORMCHECKBOX 
  AC medium level 100 mv-5 v
 FORMCHECKBOX 
  AC high level 5v-110v


 FORMCHECKBOX 
  Current Systems 1.5 mA, 4.20 mA, 10.50 mA

ELECTRICAL DATA:

conductor resistance of single conductor maximum
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      Ohm/km at 200C

operating voltage RMS maximum


     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      volt DC/AC C

test voltage RMS, core; core



     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      volt DC/AC

core : screen





     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      volt DC/AC

insulation resistance minimum



     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      MOhm x km
mutual capacitance (core:core) at 1000 Hz max.
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      nF/km 

attenuation-frequency-characteristic at 1000 Hz
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      dB/km
capacitance unbalance




     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      nF/km
frequency range




     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      Hz
characteristic impedance



     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
      Ohm+……%
Noise Reduction Ratio 




     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     

 FORMTEXT 
     
MINIMUM DELIVERY LENGTHS:
     

 FORMTEXT 
     

 FORMTEXT 
      meter
TOTAL QUANTITY REQUIRED:
     

 FORMTEXT 
     

 FORMTEXT 
      meter
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